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METHOD AND APPARATUS FOR
HYDROLYZING ORGANIC SOLID

CROSS-REFERENCE TO RELATED
APPLICATIONS

This patent application is a divisional patent application of
U.S. patent application Ser. No. 12/974,665 filed on Dec. 21,
2010 and entitled “METHOD AND APPARATUS FOR
HYDROLYZING ORGANIC SOLID,” which is a non-pro-
visional application claims priority under 35 U.S.C. §119(a)
on Patent Application No(s). 099129965 filed in Taiwan,
R.O.C. on Sep. 3, 2010, the entire contents of which are
hereby incorporated by reference.

BACKGROUND OF THE DISCLOSURE

1. Field of Disclosure

The present disclosure relates to a hydrolyzing method and
apparatus, and more particularly to a method for hydrolyzing
an organic solid and an associated preprocessor for anaerobic
digestion treatment.

2. Related Art

Generally, most of the present organic solid processing is
performed in the manner of digesting organic solids by aero-
bic or anaerobic microbes, to achieve the effect of reducing
the quantity of the solids. However, such biological digestion
process costs considerably long time. In order to shorten the
time needed by the biological digestion process, a chemical or
physical pretreatment is mostly adopted. The pretreatment is
used to decompose or crack the organic solids from large
molecules to small molecules, so as to increase the digestion
speed of the aerobic or anaerobic microbes, and effectively
shorten the overall digestion time of the organic solids.

Awell-known and common chemical pretreatment method
is a method of alkaline hydrolysis, which includes the follow-
ing steps. An organic solid is guided into a processing tank,
precipitated and hydrolyzed by adding alkali, and then dried
for recovery. However, the overall processing time of the
organic solid is increased. The added chemical will not only
increase salts in the original organic solid, but also may cause
secondary damage on environment, such as chemical pollu-
tion. Therefore, the chemical pretreatment should be per-
formed very cautiously, and thus the application of the chemi-
cal pretreatment is always limited. Moreover, organic
fertilization cannot be achieved after performing the chemical
pretreatment, and thus the value of the organic solid after
treatment is reduced.

Further, well-known and common physical pretreatment
methods generally crack by means of giving external forces,
and the most common method includes the following steps.
An organic solid is mixed with water, and then hydrolyzed by
applying an ultrasonic wave, to crack the organics in the
organic solids by means of the energy of the ultrasonic wave
in the water, so as to facilitate the digestion of the aerobic or
anaerobic microbes, thus reducing the overall digestion time
of the organic solids.

Briefly, the physical pretreatment by cracking with an
ultrasonic wave may prevent the secondary environment pol-
Iution that may be caused by chemical pretreatment, but the
generation of the ultrasonic wave needs to be driven by an
external power supply, especially for treatment of a large
quantity of organic solids, which will definitely consume a
large amount of power. Therefore, it is always an objective for
related manufacturers to strive to find a method or means
capable of reducing the operation time of ultrasonic wave
while maintaining the same cracking efficiency of the ultra-
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sonic wave or capable of achieving a higher efficiency of
organic solid hydrolysis with the same operation time of
ultrasonic wave.

SUMMARY OF THE DISCLOSURE

Accordingly, the present disclosure provides a method for
improving ultrasonic wave hydrolysis efficiency by using a
nanobubble water and a preprocessor for hydrolyzing an
organic solid applicable to an anaerobic digestion tank.

A method for hydrolyzing an organic solid in accordance
with present disclosure comprises the following steps.

An organic solid is mixed with a nanobubble water to form
an organic liquid, in which the nanobubble water has a plu-
rality of nanobubbles, and the nanobubbles contain a com-
bustible gas.

An ultrasonic wave is applied on the organic liquid, such
that the nanobubbles generate an additional cavitation effect
(compared with an intrinsic cavitation effect generated in the
organic liquid).

In a preprocessor for hydrolyzing an organic solid appli-
cable to an anaerobic digestion tank, the anaerobic digestion
tank has anaerobic microbes, for generating a combustible
gas, and the preprocessor comprises a nanobubble water gen-
erator, a ultrasonic tank, and an ultrasonic wave generator.

The nanobubble water generator is used for making a plu-
rality of nanobubbles by using the combustible gas generated
from the anaerobic digestion tank, and mixing the
nanobubbles with water to form a nanobubble water. The
ultrasonic tank is used for accommodating the organic liquid,
in which the organic liquid contains an organic solid and the
nanobubble water. The ultrasonic wave generator is used for
generating an ultrasonic wave to the organic liquid in the
ultrasonic tank, such that the nanobubbles generate a cavita-
tion effect.

In view of the above, when the nanobubble water contain-
ing the nanobubbles is mixed with the organic solid, and the
ultrasonic wave is applied on the organic liquid, besides an
intrinsic cavitation effect generated in the organic liquid, an
additional cavitation effect is also generated by the
nanobubbles, which will breakdown to be more bursts. Sur-
rounding organic solid is subjected to the impact force of
more bursts to produce better cracking effect, thereby accel-
erating the decomposition of the organic solid. Moreover, due
to the volume characteristic of the mnanobubbles, the
nanobubbles will be uniformly distributed in the organic lig-
uid and may not float up due to its own buoyancy, and thus the
organic liquid is uniformly inflated, and the bursting positions
caused by the cavitation effect are uniform.

In addition, the nanobubbles are further filled with a com-
bustible gas, such that when the nanobubbles generate the
cavitation effect, combustion also occurs, which increases the
impact force of the bursts and improves the efficiency of the
organic solid hydrolysis.

BRIEF DESCRIPTION OF THE DRAWINGS

The present disclosure will become more fully understood
from the detailed description given herein below for illustra-
tion only, and thus are not limitative of the present disclosure,
and wherein:

FIG. 1A is a flow chart of a method for hydrolyzing an
organic solid according to the present disclosure;

FIG. 1B is a schematic view of implementation of the
method for hydrolyzing the organic solid according to the
present disclosure;



US 9,340,442 B2

3

FIG. 2 is a schematic view of differences between process-
ing of an organic sludge added with a nanobubble water and
an organic sludge having no nanobubble water;

FIG. 3 is a schematic view of an embodiment of a prepro-
cessor for hydrolyzing an organic solid according to the
present disclosure; and

FIG. 4 is a schematic view of another embodiment of a
preprocessor for hydrolyzing an organic solid according to
the present disclosure.

DETAILED DESCRIPTION OF THE
DISCLOSURE

FIG. 1A is a flow chart of a method for hydrolyzing an
organic solid according to the present disclosure, and FIG. 1B
is a schematic view of implementation of the method for
hydrolyzing the organic solid. The method for hydrolyzing
the organic solid is applicable to processing of organic
wastes, in which an organic solid is cracked and supplied to
aerobic or anaerobic microbes for digestion, so as to improve
the efficiency of organic sludge processing and reduce the
time taken by the microbes for digestion.

The method for hydrolyzing the organic solid comprises
the following steps.

In Step 10, an organic solid and a nanobubble water are
mixed to form an organic liquid, in which the organic solid
comprises sewage/wastewater sludge, agriculture wastes,
kitchen waste and animal manure, the nanobubble water has
a plurality of nanobubbles, and the nanobubble contains a
combustible gas.

In Step 11, an ultrasonic wave is applied on the organic
liquid, such that the nanobubbles are inward cracked and
burst to generate an additional cavitation effect, and the cavi-
tation effect produces a high-temperature and high-pressure
impact force in an extremely small range. It should be noted
that, due to the volume characteristic of the nanobubbles, the
nanobubbles will be uniformly distributed in the organic lig-
uid and may not float up due to its own buoyancy, and thus the
organic liquid is uniformly inflated, and the bursting positions
caused by the cavitation effect are uniform. Moreover, the
nanobubbles in Step 10 are filled with a combustible gas, such
that when the nanobubbles generate the cavitation effect, due
to the local high temperature of more than 5000° C. generated
by the cavitation effect, combustion occurs simultaneously,
which increases the impact force of the bursts and improves
the efficiency of the organic solid hydrolysis. In an embodi-
ment, the volume percent ratio of the nanobubble water and
the organic solid in the organic liquid as Step 10 mentioned
that is in a range 0£ 0.05:1 to 1:1. The particle diameter of the
nanobubbles contained in the nanobubble water is in a range
of' 10 nm to 999 nm. The combustible gas is methane, hydro-
gen gas, or a mixture thereof. The organic solid may be, but
not limited to, a fibrous material, agricultural wastes, and
sludge, animal manure or kitchen wastes.

In an embodiment, the output power of the ultrasonic wave
in Step 11 may be, but not limited to, in a range of 300 Watt to
1200 Watt, and the frequency of the ultrasonic wave may be in
a range of 20 kHz to 100 kHz. It is well-known to persons
skilled in the art that, if the frequency of acoustic vibration
exceeds 20 kHz, the acoustic wave is within the scope of
ultrasonic wave, and the power of the ultrasonic wave is
inversely proportional to the frequency, that is, with the same
ultrasonic wave generator, the maximal power of the ultra-
sonic wave is generated at the frequency of 20 kHz. However,
the frequency ranges of the ultrasonic wave in the specifica-
tion are exemplified, but not intended to limit any technical
features of the present disclosure.
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FIG. 2 is a schematic view of experimental results of ultra-
sonic wave processing of an organic sludge added with a
nanobubble water and an organic sludge without nanobubble
water. In FIG. 2, numbers on the longitudinal axis represent
concentrations of a soluble organics in an organic liquid, in
mg/L, and the concentration of the soluble organics generally
represents a density of the organics distributed in a liquid.
When the ultrasonic wave is hydrolyzed in the organic liquid,
as the impact force produced by the cavitation eftect damages
the outer layer (for example, cell wall) of the organic sludge,
the organics in the organic sludge flow out, and thus the
concentration of the soluble organics in the organic liquid is
increased. In short, if the concentration of the soluble organ-
ics is high, the soluble organic can be easily digested by
aerobic or anaerobic microbes, and thus the overall digestion
speed of the organic sludge is improved, and the digestion
time of the organic sludge is reduced.

In this experiment, 150 mL organic sludge is mixed with
150 mL pure water and 150 ml, nanobubble water having
nanobubbles respectively. The concentration of suspended
solids (SS) in the organic sludge is 8185 mg/L, and the con-
centration of volatile suspended solids (VSS) is 5895 mg/L.
Next, the organic sludge is processed by an ultrasonic wave
with a frequency of 20 kHz and a power of 700 Watt for 15
minutes.

The experimental results are as shown in FIG. 2. The group
of data on the left is the experimental data of the organic
sludge having no nanobubble water, and has a concentration
20 of the soluble organic before the ultrasonic wave process-
ing and a concentration 21 of the soluble organic after the
ultrasonic wave processing, which are 128 mg/I., and 3379
mg/L. respectively. The group of data on the right is the
experimental data of the organic sludge added with a
nanobubble water, and has a concentration 22 of the soluble
organic before the ultrasonic wave processing and a concen-
tration 23 of the soluble organic after the ultrasonic wave
processing, which are 165 mg/L. and 4852 mg/L respectively.
Therefore, it can be seen from FIG. 2 that, in the same cir-
cumstance, the efficiency of the organic sludge hydrolysis
using nanobubbles is improved by 140%, as compared with
the organic sludge hydrolysis not using nanobubbles.

FIG. 3 is a schematic view of an embodiment of a prepro-
cessor for hydrolyzing an organic solid according to the
present disclosure, and FIG. 4 is a schematic view of another
embodiment of a preprocessor for hydrolyzing an organic
solid according to the present disclosure. The preprocessor
for hydrolyzing the organic solid of the present disclosure is
applicable in an organic solid processing system having an
anaerobic digestion tank 35. The anaerobic digestion tank 35
has anaerobic microbes, for generating a combustible gas,
and the preprocessor comprises a nanobubble water generator
31, a ultrasonic tank 32, and an ultrasonic wave generator 33.

The nanobubble water generator 31 is used for making a
plurality of nanobubbles by using the combustible gas gen-
erated from the anaerobic digestion tank 35, and mixing the
nanobubbles with water to form a nanobubble water. The
particle diameter of the nanobubbles is in a range of 10 nm to
999 nm. The ultrasonic tank 32 is used for accommodating an
organic liquid formed by mixing the nanobubble water with
an organic solid, in which the volume percent ratio of the
nanobubble water and the organic solid is in a range 0f0.05:1
to 1:1. The ultrasonic wave generator 33 is used for providing
an ultrasonic wave energy having a maximal output power of
700 Watt and a frequency in a range of 20 kHz to 100 kHz for
the ultrasonic tank 32, such that the nanobubbles in the
organic liquid generate a cavitation effect, so as to crack the
organic solid. Then, the cracked organic solid flows into the
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anaerobic digestion tank 35, to increase the generated amount
of the biogas for subsequent anaerobic digestion, so as to
improve the efficiency of renewable resources.

According to the embodiment as shown in FIG. 3, the
preprocessor for hydrolyzing the organic solid of this
embodiment further comprises a duct 34, connected between
the anaerobic digestion tank 35 and the nanobubble water
generator 31, and is used for guiding a part of the combustible
gas generated by the anaerobic digestion tank 35 into the
nanobubble water generator 31. The nanobubble water gen-
erator 31 has a water inlet 311 at one end, for allowing water
to flow into the nanobubble water generator 31 and to be
mixed to form the nanobubble water, and has a water outlet
322 at the other end. The ultrasonic tank 32 has an organic
solid inlet 321 and a guide duct 323, in which an organic solid
is filled into the ultrasonic tank 32 through the organic solid
inlet 321 from the outside, and the nanobubble water flows
into the ultrasonic tank 32 through the water outlet 322 of the
nanobubble water generator 31, and is mixed in the ultrasonic
tank 32 to form the organic liquid. Next, an ultrasonic wave
energy is applied on the organic liquid by the ultrasonic wave
generator 33, and a cavitation effect is generated. Then, the
organic liquid to be treated by the ultrasonic wave is delivered
to the anaerobic digestion tank 35 through the guide duct 323.
Inaddition, the anaerobic digestion tank 35 may have a sludge
outlet 37 in the lower portion thereof. Accordingly, the
anaerobic microbes can be removed out of the anaerobic
digestion tank 35 via the sludge outlet 37.

According to the embodiment as shown in FIG. 4, the
preprocessor for hydrolyzing the organic solid of this
embodiment further comprises a duct 34 A and a mixing tank
36. The duct 34A connects the anaerobic digestion tank 35
and the nanobubble water generator 31, and is used for guid-
ing a part of the combustible gas generated by the anaerobic
digestion tank 35 into the nanobubble water generator 31. The
nanobubble water generator 31 has a water inlet 311 at one
end, for allowing water to flow into the nanobubble water
generator 31 and to be mixed to form the nanobubble water.
The mixing tank 36 has an organic solid inlet 363, a
nanobubble water inlet 361, and an outlet 362. The organic
solid is filled into the mixing tank 36 through the organic solid
inlet 363 from the outside. The nanobubble water inlet 361 is
connected to the nanobubble water generator 31. The
nanobubble water flows into the mixing tank 36 from the
nanobubble water inlet 361 of the mixing tank 36 through a
water outlet 322 of the nanobubble water generator 31 and is
mixed with the organic solid that forms an organic liquid. The
outlet 362 is connected to the ultrasonic tank 32, and is used
for delivering the organic liquid into the digestion tank 32. An
ultrasonic wave energy is applied on the organic liquid by the
ultrasonic wave generator 33, and a cavitation effect is gen-
erated. Then, the organic liquid is delivered to the anaerobic
digestion tank 35 through the guide duct 323.

It should be noted that, the combustible gas in the present
disclosure is corresponding to the combustible gas generated
by digestion of the anaerobic microbes in the anaerobic diges-
tion tank 35. The combustible gas comprises, but is not lim-
ited to, hydrogen gas, methane, or a mixture thereof, and
herein the combustible gas is defined to be biogas.

In view of the above, in the method for hydrolyzing the
organic solid of the present disclosure, the nanobubbles are
used to increase the probability of generation of the additional
cavitation effect, and the combustible gas is used to improve
the effect of the impact force produced by the cavitation
effect. Furthermore, according to the preprocessor for hydro-
lyzing the organic solid of the present disclosure, the com-
bustible gas generated by the anaerobic digestion tank is
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recycled through the duct, which improves the applicability
of the entire organic sludge processing system.

What is claimed is:

1. A preprocessor for hydrolyzing an organic solid, appli-
cable to an anaerobic digestion tank, wherein the anaerobic
digestion tank has anaerobic microbes for generating a com-
bustible gas, the preprocessor comprising:

a nanobubble water generator, for making a plurality of
nanobubbles by using a part of the combustible gas and
mixing the nanobubbles with water to form a
nanobubble water;

a digestion tank, comprising an organic solid inlet, for
accommodating an organic liquid, wherein the organic
liquid contains an organic solid and the nanobubble
water;

an ultrasonic wave generator, for generating an ultrasonic
wave to the organic liquid in the digestion tank, such that
the nanobubbles generate a cavitation effect; and

a duct, wherein the duct is connected between the anaero-
bic digestion tank and the nanobubble water generator,
which to guide the combustible gas to the nanobubble
water generator, so as to generate the nanobubble water
having the combustible gas, the organic solid is filled
into the digestion tank through the organic solid inlet
from the outside, and the nanobubble water flows into
the digestion tank through a water outlet of the
nanobubble water generator, and is mixed with the
organic solid in the digestion tank to form the organic
liquid.

2. The preprocessor for hydrolyzing the organic solid

according to claim 1, wherein the combustible gas is a biogas.

3. The preprocessor for hydrolyzing the organic solid
according to claim 1, wherein the combustible gas is methane,
hydrogen gas, or a mixture thereof.

4. The preprocessor for hydrolyzing the organic solid
according to claim 1, further comprising a mixing tank,
wherein the mixing tank has an organic solid inlet, a
nanobubble water inlet, and an outlet, the mixing tank con-
nects the nanobubble water generator and the digestion tank,
the organic solid is filled into the mixing tank through the
organic solid inlet from the outside, the inlet is connected to
the nanobubble water generator, the nanobubble water flows
into the mixing tank through the inlet and is mixed with the
organic solid in the mixing tank, to form the organic liquid,
and the outlet is connected to the digestion tank, to deliver the
organic liquid into the digestion tank.

5. The preprocessor for hydrolyzing the organic solid
according to claim 1, wherein a particle diameter of the
nanobubbles is in a range of 10 nm to 999 nm.

6. The preprocessor for hydrolyzing the organic solid
according to claim 1, wherein a frequency of the ultrasonic
wave is in a range of 20 kHz to 100 kHz.

7. The preprocessor for hydrolyzing the organic solid
according to claim 1, wherein a volume percent ratio of the
nanobubble water and the organic solid in the organic liquid is
in a range 0f 0.05:1 to 1:1.

8. The preprocessor for hydrolyzing the organic solid
according to claim 1, wherein the nanobubble water generator
has a water inlet at one end.

9. The preprocessor for hydrolyzing the organic solid
according to claim 1, wherein the ultrasonic wave generator
applies ultrasonic wave energy to the organic liquid to gen-
erate the cavitation effect.

10. The preprocessor for hydrolyzing the organic solid
according to claim 1, wherein the digestion tank is connected
to the anaerobic digestion tank, such that the organic liquid in
the digestion tank flows into the anaerobic digestion tank, to
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increase the amount of the combustible gas generated by the
subsequent digestion of the anaerobic microbes.
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